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200 (ea) Test Nodes  
   
1U Short Depth Low Noise Server  

• Dual Core 2.93GHz – Intel 2 Duo E7500 – 3MB L2 Cache, 1066 FSB, 45nm  
• 4Gb DDR2 SDRAM  
• Standard Chassis w/ Quite Upgrade  
• 1.5TB SATA Disk Drive  
• 2 X Integrated Intel 82573 PCI-e Gigiabit LAN Ports  
• Additional Network Adaptor Intel 10/100/1000 Mbps with Riser  
• Linux OS (32 Bit) (Not Installed)  
• 1 Year Extended Service Plan.  

   
   
   
1 (ea) Server Node  
   
4U Rack Mount Server – 2 x 64bit PCI-X + 4 x 32bit PCI + 1 x PCI-e  

• Quad Core 3.0Ghz Intel Xeon X3370 – 12MB L2 Cache, 1333 FSB, 45nm  
• 8Gb DDR2 SDRAM  
• (4 ea) 1.5Tb SATA Disk Drives  
• DVD+/-RW SATA Drive  
• Additional Network Adaptor (Intel QUAD 10/100/1000 Mbps)  
• RAID Controller Hardware (3Ware 9650SE-4LPML, SATA2, Level 0, 1, 5, 10, 

JBOD PCIe, upt to 4 HDD)  
• Redundant Power Supply  
• Rack Mount Kit  
• Linux OS (32 Bit) (Not Installed)  
• 1 Year Extended Service Plan  

 


